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SG HealthCare is the newest and the most exciting force of change in the  
healthcare business and we are ready to change the way you feel and think  
about healthcare solutions. 
 
More than just a promise, we are committed to making diagnostic systems which  
provide true pleasures for customers across the globe. With youthful styling and  
the latest in advanced technologies, SG HealthCare’s products are turning  
heads all over the world through progress in healthcare solutions.

Design Your Solution with
SG HealthCare

SG HealthCare is the leading provider of equipment,  
medical solution, and healthcare service.

Contents
Introduction

Product

Memo

2

13-14

01  MRI

02  CT  

03  C-ARM

04  RF SYSTEM 

05  X-RAY SYSTEM 

06  MOBILE X-RAY 

07  FPD

08  VETERINARY

09  MAMMOGRAPHY 

10  DENTAL CBCT 

11  ULTRASOUND

3

4

5

5 

6-7 

8 

9

10

11

11

12

SG HealthCare



01 02MRI Fast Scan MRI, powered by AI Low dose CT, powered by AICT
INVICTUS 1.5

INVICTUS

DOMINUS 64 / DOMINUS 128

Helium free, Superconductive magnet
1.5 T
600 mm
38.5 mT/m
175 mT/m/ms

Superconductive magnet   
0.53 T
600 mm
22 mT/m
39 mT/m/ms

64 slice / 128 slice
5.3 MHU / 5.3 MHU, 8.0 MHU 
50 kW / 50 kW, 80 kW

Type
Magnet field strength 
Patient bore size
Maximum gradient field strength
Maximum switching speed

Type 
Magnet field strength 
Bore size  
Maximum gradient field strength
Maximum switching speed

Channel
Tube heat capacity
Generator output power

DOMINUS 16 / DOMINUS 32

16 slice / 32 slice
3.5 MHU / 3.5 MHU
42 kW / 42 kW

Channel
Tube heat capacity
Generator output power
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JUMONG GENERAL FLOOR RAIL

JUMONG E

JUMONG GENERAL WALL MOUNTED

JUMONG V

40 / 50 kW
140 / 300 kHU
Optional : Auto collimator

Generator output power 
Tube heat capacity
Manual collimator 

40 / 50 kW
140 / 300 kHU
Optional : Auto collimator

50 / 65 / 80 kW
300 / 600 kHU
Optional : Auto collimator

40 / 50 kW
140 / 300 / 600 kHU
Optional : Auto collimator

40 kW
140 kHU
Optional : Auto collimator

X-RAY SYSTEM
JUMONG GENERAL PLUS (Floor & Wall Mounted)

Generator output power 
Tube heat capacity
Manual collimator 

Generator output power 
Tube heat capacity
Manual collimator 

Generator output power 
Tube heat capacity
Manual collimator 

Generator output power 
Tube heat capacity
Manual collimator 

Generator output power
Detector size
mA range

15 kW
12” x 12” flat panel 
Radiography : 2 ~ 150 mA
Fluoroscopy : Continuous mode 0.5 ~ 6.3 mA  
                        Pulsed mode 0.5 ~ 50 mA

Generator output power
Tube heat capacity
mA range

mAs range (RAD, FLU)

50 kW (Option : 65 kW, 80 kW)
400 kHU
Radiography : 10 ~ 630 mA 
Fluoroscopy : 0.5 ~ 10 mA (continuous)
0.1 ~ 630 mAs (Option : 800 mAs, 1000 mAs)

04RF SYSTEM

GARION PLUS

GARION

JUMONG RF

Generator output power
Detector size
mA range

5 kW
9” x 9” flat panel
Radiography : 2 ~ 100 mA
Fluoroscopy :  
Continuous mode 0.3 ~ 6.3 mA  
Pulsed mode 0.3 ~ 32 mA

03C-ARM Denoising technology powered by AI
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Generator output power
Tube heat capacity

Generator output power
Tube heat capacity

Generator output power
Tube heat capacity

JUMONG MOBILE 50kW

50 kW
330 kHU

40 kW
140 kHU

32 kW
107 kHU

MOBILE X-RAY

▲ JUMONG MOBILE 5kW Side

JUMONG MOBILE 40kW JUMONG MOBILE 30kW

Generator output power
Tube heat capacity

5.6 kW
56 kHU

05X-RAY SYSTEM

Generator output power
Tube heat capacity
Manual collimator 

50 / 65 / 80 kW
300 / 600 kHU
Optional : Auto stitching

JUMONG S JUMONG C

Generator output power 
Tube heat capacity
Manual collimator 

Generator output power 
Tube heat capacity
Manual collimator 

Generator output power 
Tube heat capacity
Manual collimator 

Generator output power 
Tube heat capacity
Manual collimator 

40 / 50 kW
140 / 300 kHU 
Optional : Auto collimator

40 / 50 kW
140 / 300 kHU
Optional : Auto collimator

40 / 50 kW
140 / 300 kHU 
Optional : Auto collimator

50 / 65 / 80 kW
300 / 600 kHU
Optional : Auto tracking

JUMONG F JUMONG M

JUMONG U

JUMONG MOBILE 5kW
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32 kW
150 kHU 
17” x 17” flat panel, 8 fps

Generator output power 
Tube heat capacity
Detector type

Pixel matrix
Pixel pitch
A/D conversion
Preview time

Pixel matrix
Pixel pitch
A/D conversion
Preview time

3,328 x 3,328 
127 μm
14 bit
3 sec

3,072 x 3,072
139 μm
16 bit
3 sec

JUMONG RETROFIT COMFORT

▲ Wired ▲ Wireless

07FPD
JUMONG RETRO

JUMONG VET

5.6 / 9 / 30 kW
55 / 140 kHU 
Optional : Auto collimator

Generator output power
Tube heat capacity
Manual collimator

JUMONG VET RF

VETERINARY

▲ Wireless▲ Wired
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Generator output power
Tube heat capacity
Detector active area flat panel

Generator output power
Tube heat capacity
Detector active area flat panel

1.2 kW
50 kHU
250 x 300 mm

5 kW
300 kHU
250 x 300 mm

▲ Q40 Front
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MAMMOGRAPHY
SOSENO

HASLA (CBCT / 3 in 1)

DENTAL CBCT

Q40

ULTRASOUND

▲ Q40 Handle

▼ Q40 Side

Frequency 25 Mhz
- 64 physical channel
- 3 probe connectors

11   I   12
  

SG HealthCare The Best Healthcare Possible



Memo

13   I   14
  

SG HealthCare The Best Healthcare Possible


